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PROPOSED TYPICAL SECTION FAI ROUTE 57

STA. 118+34.12 TO STA. 118+48.,93

STA. 120+93.43 TO STA. 121+08.08
STRUCTURE & BRIDGE APPROACH PAVEMENT OMISSION:

STA. 118+48.93 TO STA. 120+93.43

NOTE: THE VARIOUS HOT-MIX ASPHALT PAVEMENT CALLOUTS SHOWN ON THIS SECTION WILL BE
PAID FOR IN SQUARE YARDS AS BRIDGE APPROACH PAVEMENT CONNECTOR (FLEXIBLE).

¢
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| VARIES 10' TO 12°
E] 12’ 12’ | 11.57 W3 11.5’ ! 12* 12! LT. STA. 117+84.12 TO STA. 118+34.12
RT. STA. 117+84.12 TO STA. 118434.12
VARIES 12’ TO 10’
1 PG G N LT. STA. 121+08,08 TO STA. 121+58.08
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/// ~ @ EXISTING BITUMINOUS OVERLAY, 8" BINDER COURSE AND 2’ SURFACE COURSE
@ EXISTING BITUMINOUS SHOULDER OVERLAY, 6 ¥
BIOIPIOIEIIM 9W® G@EE®IWWIE (196 B ©®o® OO 2)D&319® {0 (a e @ EXISTING STABILIZED SHOULDERS
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PROPOSED TYPICAL SECTION FAI ROUTE 57 (® EXISTING SUB-SURFACE DRAINS
STA. 116+00.00 TO STA. 118+434.12 @ EXISTING PAVED SHOULDER TO BE REMOVED, ESTIMATED DEPTH 8
STA. 121+08.08 TO STA. 123440.00
@ EXISTING BRIDGE APPROACH PAVEMENT TO BE REMOVED
¢ PROPOSED POLYMERIZED BITUMINOUS MATERIALS (PRIME COAT)
25/ ! 25 @ PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “E”, N105, (2
1
120 120 L s 3 sy 12 @ PROPOSED HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N90, (9)/5)
PROPOSED POLYMERIZED HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N105, (2!/4")
@ PROPOSED POLYMERIZED HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N105, (VARIABLE DEPTH)
L5% @ PROPOSED PIPE UNDERDRAINS 4"
el -2.0%
T M._. @ PROPOSED CONCRETE BARRIER, DOUBLE FACE, 42 INCH HEIGHT
P N R = S~ PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE B 12’
I @ PROPOSED LIME MODIFIED SOIL, 12
@ PROPOSED AGGREGATE SHOULDERS, TYPE B
@ PROPOSED PAVEMENT REMOVAL, 11 3,”
9) (19 21(6)(8)(2)(191012 (1540 19 (13
OO @ O O PROPOSED PIPE UNDERDRAIN REMOVAL
PROPOSED TYPICAL SECTION FAI ROUTE 57 PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 2
STA. 112+50.00 TO STA. 116+00.00 = "
STA. 123+40.00 TO STA. 124+50.00 @ PROPOSED HOT-MIX ASPHALT SHOULDERS, 2
@ PROPOSED SHOULDER RUMBLE STRIP
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